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Consumer Product Safety Commission § 1508.1

hard surface that is horizontal as
measured by a spirit level or equiva-
lent instrument. The mechanical stop
on the inclined plane shall be 1/16
inches (1.6 mm) in height and per-
pendicular to the inclined plane. The
stop shall be positioned parallel to the
bottom edge of the inclined plane and

so that no portion of the device to be
tested or its base touches the hori-
zontal surface. The device shall not tip
over when the plane is inclined at 60-
degrees from the horizontal. The proce-
dure shall be repeated for each edge of
the device.

FIGURE 1 TO § 1507.12

[61 FR 13096, Mar. 26, 1996]

EFFECTIVE DATE NOTE: At 61 FR 13096, Mar.
26, 1996, § 1507.12 was added, effective Mar.
26, 1997.

PART 1508—REQUIREMENTS FOR
FULL-SIZE BABY CRIBS

Sec.
1508.1 Definitions.
1508.2 Scope of part.
1508.3 Dimensions.
1508.4 Spacing of crib components.
1508.5 Component spacing test method for

§ 1508.4(b).
1508.6 Hardware.
1508.7 Construction and finishing.
1508.8 Assembly instructions.

1508.9 Identifying marks, warning state-
ment, and compliance declaration.

1508.10 Recordkeeping.
1508.11 Requirements for cutouts.

FIGURES 1–3

AUTHORITY: Secs. 2(f)(1)(D), (q)(1)(A), (s),
3(e)(1), 74 Stat. 372, 374, 375, as amended, 80
Stat. 1304–05, 83 Stat. 187–89 (15 U.S.C. 1261,
1262).

SOURCE: 38 FR 32129, Nov. 21, 1973, unless
otherwise noted.

§ 1508.1 Definitions.

For the purposes of this part:
(a) Full-size baby crib means a bed (1)

that is designed to provide sleeping ac-
commodations for an infant, (2) that is
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intended for use in the home, and (3)
that is within a range of ±5.1 centi-
meters (±2 inches) of the interior
length or width dimensions specified
for full-size baby cribs in § 1508.3.

§ 1508.2 Scope of part.

This part sets forth the requirements
whereby full-size baby cribs (as defined
in § 1508.1(a)) are not banned articles
under § 1500.18(a)(13) of this chapter.

§ 1508.3 Dimensions.

Full-size baby cribs shall have di-
mensions as follows:

(a) Interior. The interior dimensions
shall be 71±1.6 centimeters (28±5⁄8
inches) wide as measured between the
innermost surfaces of the crib sides and
133±1.6 centimeters (523⁄8±5⁄8 inches) long
as measured between the innermost
surfaces of the crib end panels, slats,
rods, or spindles. Both measurements
are to be made at the level of the mat-
tress support spring in each of its ad-
justable positions and no more than 5
centimeters (2 inches) from the crib
corner posts or from the first spindle to
the corresponding point of the first
spindle at the other end of the crib. If
a crib has contoured or decorative spin-
dles, in either or both of the sides or
ends, the measurement shall be deter-
mined from the largest diameter of the
first turned spindle within a range of 10
centimeters (4 inches) above the mat-
tress support spring in each of its ad-
justable positions, to a corresponding
point on the first spindle or innermost
surface of the opposite side of the crib.

(b) Rail height. The rail height dimen-
sions shall be as follows:

(1) The height of the rail and end
panel as measured from the top of the
rail or panel in its lowest position to
the top of the mattress support in its
highest position shall be at least 22.8
centimeters (9 inches).

(2) The height of the rail and end
panel as measured from the top of the
rail or panel in its highest position to
the top of the mattress support in its
lowest position shall be at least 66 cen-
timeters (26 inches).

[38 FR 32129, Nov. 21, 1973; 38 FR 33593 Dec. 6,
1973]

§ 1508.4 Spacing of crib components.

(a) The distance between components
(such as slats, spindles, crib rods, and
corner posts) shall not be greater than
6 centimeters (23⁄8 inches) at any point.
Measurement of distance between
contoured or irregular slats or spindles
shall be done by a 6-centimeter wide by
10-centimeter high by 10-centimeter
long (23⁄8-inch wide by 4-inch high by 4-
inch long) rectangular block which
shall not pass through the space.

(b) The distance between such compo-
nents shall not exceed 6.3 centimeters
(21⁄2 inches) when a 9-kilogram (20-
pound) direct force is applied in accord-
ance with the test method in § 1508.5.
For contoured or irregular slats or
spindles, the spacing shall not permit
passage of a 6.3-centimeter wide by 8.2-
centimeter high by 8.2-centimeter long
(21⁄2-inch wide by 31⁄4-inch high by 31⁄4-
inch long) rectangular block above and
below the loading wedge when a 9-kilo-
gram (20-pound) direct force is applied
in accordance with said test method.

§ 1508.5 Component spacing test meth-
od for § 1508.4(b).

(a) Construct a right triangular
prism-shaped wedge from a rigid mate-
rial (steel, wood, aluminum, or equiva-
lent) as shown in figure 1.

(b) Place the wedge midway between
two vertical components and midway
between the top and bottom horizontal
rails. Attach a dial push-pull gauge
(Chatillon model DPP–50, or equivalent
spring scale) to the eyebolt and exert a
9-kilogram (20-pound) direct pull on
the wedge. The test may be performed
by suspending a 9-kilogram (20-pound)
weight from the eyebolt with the crib
component placed in a horizontal posi-
tion.

§ 1508.6 Hardware.

(a) A crib shall be designed and con-
structed in a manner that eliminates
from any hardware accessible to a child
within the crib the possibility of the
hardware’s presenting a mechanical
hazard through pinching, bruising, lac-
erating, crushing, breaking, amputat-
ing, or otherwise injuring portions of
the human body when the crib is in
normal use or when subjected to rea-
sonably foreseeable damage or abuse.
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